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Item Frequency
Daily 1st Week Monthly 3/9 Months 6 Months 1 Year 4-6 Years

Frame Oil ● ● ● ● ● ● ●

Cylinder Lubricator Oil ● ● ● ● ● ● ●

Operating Speed      

Gas Temperatures      

Bearing Temperatures      

Compressor Frame Main Oil Pressure      

Compressor Frame Oil Temperature      

Valve Cover Temperatures      

Coolant Temperatures      

Gauge Pressures      

Frame Oil Filter Differential Pressure      

Packing Case Vent Temperature      

Divider Block Cycle Time ● ● ● ● ●

Separator Levels ● ● ● ● ●

Distance Piece Vent Leakage ● ● ● ● ●

Loose Fasteners, Supports, Tubing     

Gas/Oil/Coolant Leaks     

Gasketed Joint Fastener Torque ● ●

Cylinder to Frame Fastener Torque ●

Piston Rod Runout ● ● ● ●

Cylinder Bore Oil Film ● ● ● ●

Loaded Joints During Operation     

Pressure and Scraper Packing Leakage ● ● ● ● ● ●

Safety Shutdown Operation ● ● ● ●

Loading/Unloading Device Operation ● ● ● ●

VVCP Packing Grease    

Frame Crankcase Breather    

Separator Site Glass    

Compressor & Driver Foundation Bolt Torque ● ● ● ●

Driver to Compressor Coupling   

Crankshaft Thrust ● ●

Cylinder Lubricator Oil Filter   

Inlet Vessel Mesh Screens   

Piston Rod and Piston    

Piston Rings   

Running Gear Clearances  

Oil Cooler or Heat Exchanger  

Pressure Gauge Accuracy ● ●

Cylinder Bore Condition  

Safety Valve Accuracy  

Separators, Bottles, Dampers  

Packing and Scraper Cases  

Cylinder Lubricator Box Internals  

Cylinder Gas Passages  

Inlet and Discharge Valves ● 

Cylinder Lubricator Pumps ● ● 

Divider Blocks ● ● 

Crosshead Bushing 

Connecting Rod Bushing 

Connecting Rod Bearings 

Main Bearings 

Frame Oil Pump 

Seals/Gaskets/Orings 

Log Data	 	
Verify/Check Functionality	 ●

Inspect Condition	 
Rebuild Component	 	
Replace Component	 

Analyze Properties	 	
Calibrate		  
Align		  
Clean		  

●






