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For more than 90 years, we have been testing
electrotechnical equipment and developments in
high and medium voltage at our test facilities at
the Schaltwerk Berlin. With a high degree of
expertise, decades of testing experience, and a
powerful, wide-ranging testing portfolio, we
ensure the product quality of power engineering
equipment through type and development tests.
The testing laboratories are accredited by the
Deutsche Akkreditierungsstelle GmbH (DAkkS) to
perform internationally recognized type tests
according to IEC 17025.

We are a member of PEHLA (Gesellschaft fir
elektrische Hochleistungspriifungen), an associ-
ation of owners of high-power testing laborato-
ries in Germany and Switzerland, which is a
member of STL (the international Short-Circuit
Testing Liaison).

We provide our customers with globally recog-
nized test documents and certificates for the

tested equipment.
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As an independent testing facility we perform
tests for Siemens Energy as well as for external
customers, and we guarantee neutrality and
impartiality for all tests we carry out.

Thanks to our long-standing experience in the
fields of high power, high voltage, mechanics,
temperature rise, and environmental properties
testing, we can precisely address your individual
testing requirements. We can implement testing
programs that meet individual demands for
standardized type and development tests as well
as for experiments in the field of fundamental
research.

We offer the following services:

* Performance and supervision of type and
development tests

» Additional measurements, such as high-speed
imaging

* Issuing of test reports
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Tests are performed according to IEC, DIN, EN, Moreover, we provide all of our customers with

VDE, ANSI, IEEE, GOST, GB and other national the option to individually define the nature and
and international standards or according to extent of the documentation through tests
customer specifications. based on customer specifications.

Our high quality standards are a direct benefit to  Further documentation material, such as video
you, in terms of the test reports. In our capacity = documentations, high-speed imaging, or

as either an independent accredited laboratory infrared camera images can be provided on
(PSW) or a PEHLA institution, we issue standard request.

compliant test reports that are valued and recog-

nized by customers and end users of electrotech-

nical devices around the world. Manufacturers of

successfully tested products reap the rewards of

facilitated market entry: In many cases, the

presentation of our test document is an essential

selling point.

Specimen/standard Applicable standard
High-voltage circut breaker IEC 62271-100
Auto-reclosers IEC 62271-111
Metal-enclosed switchgear IEC 62271-200
Gas-insulated metal-enclosed switchgear IEC 62271-203
Disconnecting and earthing switches IEC 62271-102
Cicrut breakers IEC 62271-103
High-voltage contactors and motor starters IEC 62271-106
Surge arresters IEC 60099-4
Current transformers IEC 60044-1
Insulators IEC61109/60383/60168
Environmental testing IEC 60068
Insulated bushings >1 kV IEC 60137

A full overview of the standards according to which we are accredited is available on our Web site siemens-energy.com/psw.
Further standards on request

We are here for you!

Contact us to learn about the kinds of testing
services we provide.
E-mail: psw-lab.energy@siemens-energy.com




High-power tests

Reliable test results at extreme currents and voltages

At the high-power laboratory, we test your high
and medium-voltage equipment with respect to
the following properties:

 thermal and dynamic short-circuit perfor-
mance

* making/breaking and insulation capacity at
short-circuit conditions

* operational behavior

The two available short-circuit generators can be
connected flexibly. Hence, several specimens
can be tested in parallel, or a total short-circuit
current of up to 100 kA at 20 kV can be provided
for individual tests. Voltage is adjusted to the
particular requirements by power transformers.

For high-voltage products, synthetic tests with
voltage and current injection methods are
applied as well.

The synthetic test circuits are arranged in a
flexible manner, so that the capacitive breaking
ability can be tested at 50 and 60 Hz. We can
also test bus-transfer currents according to the
latest requirements of IEC 62271-102.




Performance data of the high-power testing laboratoy

Maximum generator output

Maximum short-circuit current (single and three-phase)
Maximum short-time withstand current 3 s

Maximum voltage for synthetic tests

Frequency

6,400 MVA
100 kA/80 kA
80 kA

1,400 kV

50 Hz




High-voltage tests

Short- and long-term dielectric testing

The high-voltage testing laboratory provides a
wide range of dielectric tests for short and long-
term stress. It has two independent testing halls,
several smaller laboratories and an open-air
testing area for voltage tests.

We provide:

* alternating voltage tests

* direct voltage tests

* lightning impulse voltage tests
* switching impulse voltage tests
* combined voltage tests

In addition other test and reasearch activities
can be performed. These include measurements
of conventional (IEC 60270) and UHF partial
discharge (PD) with extremely low noise levels of
less than 1 pC, radio interference voltage (RIV),
measurements of the dissipation factor and
capacity, as well as rain tests.

We can also carry out dielectric tests on post and
overhead line insulators with tower and line
simulation.

Long-term testing of insulation material is
possible in our open-air testing area.

The high-voltage test laboratory also allows
testing of bus-charging currents at disconnectors
for gas-insulated switchgear.

Furthermore, a wide range of test equipment
with standardized surge currents is available,
especially for tests on surge arresters.




Maximum test voltages

Alternating voltage (50 Hz)

1,200 kV, open air up to 1,800

kv
Lightning impulse voltage (1.2/50 ps) 3,400 kV
Switching impulse voltage (250/2,500 ps) 1,800 kV
Direct voltage 1,200 kV
Maximum impulse currents
Lightning impulse current (8/20 ps) 40 kA
Switching impulse current (30/60 ps) 3 kA
High impulse current (4/10 ps) 150 kA
Rectangular impulse current (2 ms) 5 kA




Mechanical tests and
temperature rise

Tests of mechanical endurance, temperature rise, and

environmental properties

The mechanical testing laboratory examines and
analyzes mechanical functions and environ-
mental resilience.

Several temperature chambers allow climatic
tests. Mechanical endurance tests are carried out
in a hall designed for this purpose. The labora-
tory also comprises a high-current facility for
temperature rise tests at 50/60 Hz AC and DC.

The powerful, cam- and frequency-controlled
vibration test system with vertical and horizontal
acceleration permits the determination of break,
tension, and compression parameters, testing of
the equipment’s endurance, and transport
testing.

Comprehensive facilities with control and
measuring systems allow a wide range of tests
and examinations, such as:

* Lifetime tests and mechanical endurance tests
* High-current tests and temperature rise tests
* Tightness tests and pressure tests

e Low and high-temperature tests

* |P degree of protection tests

* Measurement of sound pressure level

* Foundation load measurements

* Icing tests

* X-ray examinations




Characteristics of the temperature rise testing laboratory

Temperature rise tests AC (50/60 Hz)

up to 10 kA

Temperature rise tests DC

up to 10 kA

Characteristics of the environmental tests

Temperature range of the temperature chamber (2.45 x 3 x 2.2m)

-65 °Cto +95 °C

Functional range of the temperature cabinet (1 x 1 x 1m)

-75°Cto +200 °C

Performance data of the vibration test system

Maximum force of the hydraulic cylinder

50/160/250 kN

Maximum stroke +100mm
Maximal acceleration 100m/s?
Frequency range 0 to 200 Hz




Basic research laboratory

Research and development for high-current applications

A modernized high-current laboratory is available for basic research, especially for switching compo-
nents of the electrical power supply.

Currents up to 80 kA at 50/60 Hz can be generated
for up to 100ms by discharging preloaded capacitor
banks. Furthermore, synthetic voltages of up to
120 kV are available. This laboratory thus offers an
cost-efficient and flexible alternative to tests with
generators.

Characteristics of the laboratory
for basic physical studies

Maximum short-circuit current

(one phase) 80 kA
Frequency 50/60 Hz
Maximum voltage for synthetic tests 120 kV

Further services

Simulation

The realization of highly complex simulation tasks enables the
development of powerful, cost-effective and future-oriented
products. Depending on the task at hand, simulation tools are
used in a targeted manner, combined with one another or
expanded upon request. The simulation results can then be
verified and performance limits determined.

Additive Prototyping:

The inhouse-center for Additive Prototyping enables the accel-
erated and flexible production of components for different
applications and customer needs.

The 3D printing solution enables shorter development times,
more cost-effective processes and flexibility to react quickly to

changing conditions.




A tradition of top
performance

Milestones in the history of the Schaltwerk Berlin testing laboratories

1928
1960
1961
1975

1985
1992
1994
1995
2005
2011

2015
2022

Commissioning of the high-power and high-voltage testing laboratories
Construction of new high-voltage testing halls
Co-foundation of PEHLA

Commissioning of a new high-power testing laboratory with a maximum capacity of

3,200 MVA

Capacity upgrade of the high-power testing laboratory to a maximum of 6,400 MVA
Accreditation of the testing laboratories according to ISO/IEC 17025

Construction of a new temperature rise test area for 50/60 Hz up to 6,000 A
Expansion of the portfolio to include transport and vibration testing

Upgrade of the synthetic test circuit to a maximum voltage of 1,150 kV

Extension of the mechanical testing laboratory, incorporating a new, independent

mechanical endurance test hall
Expansion of the temperature rise testing laboratory to 10 kA AC and DC

Reopening of the modernized basic research laboratory



We will test your
equipment!

Contact us to discuss your custom solution.

E-Mail:
psw-lab.energy@siemens-energy.com
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Subject to changes and errors. The information given in this document
only contains general descriptions and/or performance features which

may not always specifically reflect those described, or which may
undergo modification in the course of further development of the

products. The requested performance features are binding only when

they are expressly agreed upon in the concluded contract.

Siemens Energy is a trademark licensed by Siemens AG

Check out our
website for more
information about
our portfolio.



