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1 VIB3000 Module VIB316 Technical Data

Publication
Date: 2023_08_23
System Version
This documentation is valid from the following system version: 02/2023
Copyrights and Trademarks
All trademarks, registered trademarks, service marks, and trade names are the property of
their respective owners.
Copyright © 2023 Siemens Energy. All Rights Reserved
Notice
Subject to change without prior notice.
The information in this document contains general descriptions of the technical options
available, which do not always have to be present in individual cases. The required features
should therefore be specified in each individual case at the time of closing the contract.
The contents of this documentation have been checked for accuracy regarding the hardware
and software described herein. Since deviations cannot be precluded entirely, we cannot fully
guarantee accuracy. The data in this documentation is, however, regularly reviewed, and any
necessary corrections are included in subsequent editions. Suggestions for improvements are
welcomed.
The contents of this document are for information only. Siemens Energy does not assume any
liability as to their correctness and/or completeness. Specifications and/or descriptions of
individual products contained in this document are subject to change without prior notice and
shall not be deemed to be part of any contract concluded by Siemens Energy unless expressly
referred to in such contract.
This documentation has been compiled independently from any specific system delivery. The
documentation may describe features or functionality which do not necessarily correspond
to, or appear in a specific system.
The reference language of this documentation is English.
Export Control Classification
Appears on each description.
Documentation Version
Version: e715395927ad098292fe067a28ed10b7, 1, en_US
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2 VIB316_Technical_Data_e_V4-1

Publication
Date: 2023_08_23
System Version
This documentation is valid from the following system version: 02/2023
Copyrights and Trademarks
All trademarks, registered trademarks, service marks, and trade names are the property of
their respective owners.
Copyright © 2022 Siemens Energy. All Rights Reserved
Notice
Subject to change without prior notice.
The information in this document contains general descriptions of the technical options
available, which do not always have to be present in individual cases. The required features
should therefore be specified in each individual case at the time of closing the contract.
The contents of this documentation have been checked for accuracy regarding the hardware
and software described herein. Since deviations cannot be precluded entirely, we cannot fully
guarantee accuracy. The data in this documentation is, however, regularly reviewed, and any
necessary corrections are included in subsequent editions. Suggestions for improvements are
welcomed.
The contents of this document are for information only. Siemens Energy does not assume any
liability as to their correctness and/or completeness. Specifications and/or descriptions of
individual products contained in this document are subject to change without prior notice and
shall not be deemed to be part of any contract concluded by Siemens Energy unless expressly
referred to in such contract.
This documentation has been compiled independently from any specific system delivery. The
documentation may describe features or functionality which do not necessarily correspond
to, or appear in a specific system.
The reference language of this documentation is English. ew
Export Control Classification
Appears on each description.
Documentation Version
Version: e715395927ad098292fe067a28ed10b7, 1, en_US
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3 Legal Information

Warning Notice System
This manual contains notices you have to observe in order to ensure your personal safety, as
well as to prevent damage to property. The notices referring to your personal safety are
highlighted in the manual by a safety alert symbol, notices referring only to property damage
have no safety alert symbol. These notices shown below are graded according to the degree
of danger.

DANGER
Indicates that death or severe personal injury will result if proper precautions are not
taken.

WARNING
Indicates that death or severe personal injury may result if proper precautions are
not taken.

CAUTION
Indicates that minor personal injury can result if proper precautions are not taken.

NOTE
Provision of additional important information.

If more than one degree of danger is present, the warning notice representing the highest
degree of danger will be used. A notice warning of injury to persons with a safety alert
symbol may also include a warning relating to property damage.
Qualified Personnel
The product/system described in this documentation may be operated only by personnel
qualified for the specific task in accordance with the relevant documentation, in particular its
warning notices and safety instructions. Qualified personnel are those who, based on their
training and experience, are capable of identifying risks and avoiding potential hazards when
working with these products/systems.
Proper Use of Siemens Products
The product or system associated with this documentation may only be operated by qualified
personnel trained for the task concerned, in accordance with the documentation associated
with the task concerned and in particular the safety and warning notices contained in this
document. Qualified personnel are capable, based on their training and experience, of
recognizing risks and avoiding potential hazards in their work with these products/systems.
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WARNING
The Siemens products may only be used for the applications described in the catalog
and in the relevant technical documentation. If products and components from
other manufacturers are used, these must be recommended or approved by Sie-
mens. Using this product in a divergent way may have an impact on the protection
provided by the system. Proper transport, storage, installation, assembly, commis-
sioning, operation and maintenance are required to ensure that the products oper-
ate safely and without any problems. The permissible ambient conditions must be
met. The information in the relevant documentation must be observed.

Trademarks
All names identified by ® are registered trademarks of Siemens Energy. The remaining
trademarks in this publication may be trademarks whose use by third parties for their own
purposes could violate the rights of the owner.
Disclaimer of Liability
We have reviewed the contents of this publication to ensure consistency with the hardware
and software described. Since variance cannot be precluded entirely, we cannot guarantee
full consistency and absolute compliance. However, the information in this publication is
reviewed regularly and any necessary corrections are included in subsequent editions.
The data and illustrations in this document which refer explicitly to devices and equipment
from third-party providers are not obligatory. Together with our partners or the third-party
providers we reserve the right to modify our service and products in line with our policy of
continuous service and product development. The information in this document is subject to
change without notice and should not be construed as a commitment by Siemens.
Siemens assumes no responsibility for any errors that may appear in this document. If you
have any suggestions for improvements or amendments or have found errors in this report,
please notify us. No part of this document may be reproduced in any form or by any means,
electronic or mechanical, including photocopying, without the express written permission of
Siemens Energy. All rights reserved.
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4 VIB316 (Output Module)

Usage and Features
● Extension Module for mounting at backplane VIB340B; Controlling by VIB310.
● 10 Analog outputs 0 ... 20 mA
● 20 Relays
● Redundant 24 V power supply
● Redundant CAN-Bus Interface for control by 2 VIB310
● Front panel LED’s indicating status of relays, status of analog outputs, status of

power supply and communication.
● MTBF 34 years (at 40 °C ambient temperature)

Supply Voltages
Rated voltage DC 24 V, redundant (dual)
Admissible voltage range DC 18 … 36 V
Upper voltage limit DC 39 V for 500 ms
Voltage dips DC 0 V for 10 ms'

No program interrupt
Digital and analog outputs: No functional
restriction

Analog Signal Outputs
Operating Mode 0 … 20 mA

4 … 20 mA
Characteristic curve with bend point

without bend point
Behavior of Analog Output on
"Not-OK" (eligible)

output of current measurement value
out put of last valid measurement value
output of a fixed value (adjustable: 0,0 … 23,0 mA)

Outputs isolation electrical isolation from other system components
All analog output channels are galvanically isolated)

Amperage 0/4 bis +23 mA DC
Resolution of D/A converter 12 bit
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Value of least significant bit (LSB) 6,1 μA
Max. load resistance 600 Ω at 20 mA, 500 Ω at 23 mA
Max. inductance 1 mH
Max. capacitance 1 μF
Max. output update time 1,25 ms
Max. response time 10,5 ms (@measurement of a peak value)
Accuracy at 25 °C +/- 0,5 % of output value + 0,1 mA
Temperature coefficient TC +/- 0,01 % / K of output value
Max. error over the entire temper-
ature range

+/- 1 % of full scale value

Protection against external volt-
age

+/- 35V

Digitale Signalausgänge / Relais
Relay Configuration
State ● Armed

● Disarmed (allows disabling of con-
figured and wired relays)

Normal State ● Energized (coil is current-carrying in
normal state)

● De-energized (coil is non-current-
carrying in normal state)

Latching ● No
● Yes (Relay state is maintained until

acknowledgment)
Characteristics of relays (base relays and relays of VIB315A)
Contacts 1 NO (normally opened) / 1 NC (normally

closed)
Rated insulation voltage AC 50 V
Switching voltage Max. AC 50 V / DC 50 V
Switching current Max. ● 450 mA at 25° C

● 250 mA at 60° C
Relay Response time 6 ms
Relay Release time 6 ms
Reaction time 12,5 ms (Measured with limit value violation

for PK measurement with 0 ms Delay in moni-
toring block.)

Load type (in accordance with cULus certifica-
tion)

general purpose

Signaling
Frontpanel LEDs
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SYSTEM Status of communication with VIB310 and
VIB316 Module errors

HOST Status of communication at redundant con-
trolling (2 VIB310)

L1 Status of supply voltage 1
L2 Status of supply voltage 2
LED‘s of connectors 01x … 20x Status of relays
LED‘s of connectors 30x … 31x Status of analog outputs

Physical Specifications
(H x B x T) 215 x 105 x 54,5 mm
Weight ca. 860 g
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5 Abbrevations

AO Analog Output (=Analogausgang) (0/4-20 mA)
DI Digital Input (=Digitaleingang)
DO Digital Output (=Digitalausgang) (Relais)
LAN Local Area Network (= lokales Netzwerk)
MTBF Mean Time Between Failures
PDM SIMATIC PDM (Process Device Manager)
PROFIBUS Fieldbus system according IEC 61158
PROFIBUS DP PROFIBUS for distributed peripheral devices
SIMATIC NET® SIMATIC NETWORK
TCP/IP Transmission Control Protocol/Internet Protocol
TM TRIP Multiply
TO TRIP Override (TRIP inhibit)
VIB3000 Vibration Monitoring System
VIB310 Vibration Monitoring Module (AO/DO)
VIB315A Extension board 8 x Relays
VIB315B Extension board 8 x Analog Output
VIB315C Extension board 3 x CAN interface to 3 x

VIB316
VIB315D Extension board 8 x Analog Output with read-

back functionality
VIB316 Output module
VIB320 / VIB321 Vibration Processing Module
VIB330 Analysis Module
VIB340B Backplane

Siemens Energy VIB3000 Module VIB316 Technical Data Date: 2023_08_23

Version: e715395927ad098292fe067a28ed10b7, 1, en_US (2023_08_23)
AL: 9i999ir ECCN: N

11 / 14 Unrestricted © Siemens Energy 2023. All rights reserved



Siemens Energy VIB3000 Module VIB316 Technical Data Date: 2023_08_23

Version: e715395927ad098292fe067a28ed10b7, 1, en_US (2023_08_23)
AL: 9i999ir ECCN: N

12 / 14 Unrestricted © Siemens Energy 2023. All rights reserved





Published by

Siemens Energy Global GmbH & Co. KG
Gas Services
Siemenspromenade 9
91058 Erlangen, Germany

Siemens Energy, Inc.
4400 Alafaya Trail
Orlando, FL 32826, USA

For more information, please visit our website:
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© Siemens Energy, 2023
Siemens Energy is a trademark licensed by Siemens AG.
Subject to changes and errors. The information given in this document
only contains general descriptions and/or performance features which
may not always specifically reflect those described, or which may
undergo modification during further development of the products. The
requested performance features are binding only when they are expressly
agreed upon in the concluded contract.
All product designations may be trademarks or product names of Siemens
Energy Global GmbH & Co. KG or other companies whose use by third
parties for their own purposes could violate the rights of the owners.

Security Information

Siemens Energy provides products and solutions with industrial security 
functions that support the secure operation of plants, systems, machines, 
and networks. 
To protect plants, systems, machines, and networks against cyber threats, 
it is necessary to implement – and continuously maintain – a holistic, 
state-of-the-art industrial security concept. Siemens Energy’s products
and solutions only form one element of such a concept. Customer is 
responsible to prevent unauthorized access to its plants, systems, 
machines, and networks. Systems, machines, and components should only 
be connected to the enterprise network or the internet, to the extent 
necessary, if appropriate security measures (e.g., use of firewalls and 
network segmentation) are in place.
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