
2 x reinforced tubing with quick coupling connectors
1 x tubing with Luer Lock connection for syringes
4 x Adaptors (screws: G1/2“ ; G3/8“ ; G3/4“ ; G5/8“)
1 x Screwing bottle cap with quick coupling

connection
1 x Multifuctional gripper
2 x Tubing for oil disposal with quick

coupling connection
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2.1. Choose the sampling location –
AA021, AA022, AA023.

2.2. Use an adequate adapter and loose the tap
screw nut with the gripper.

2.3. Connect the transformer and the sampling kit
valve (top) with the reinforced tubing.

2.4. Connect the second reinforced tubing to the bot-
tom sampling kit valve and from the other side
with the black tygon flexible tubing with a
coupling connector. The other end of the black
flexible tubing leads to the oil disposal vessel.
Open the red stop cock. Use this set up to rinse
approx. 3 l of oil.

2. Sampling of an oil sample in a bottle



2.5. Close the red stop cock. Remove the tygon flexi-
ble tubing with the coupling connector. Connect
the free end of the reinforced tubing to the bot-
tle cap (silver coloured coupling).

2.6. Connect the tubing for oil disposal to the bottle
cap (brass coloured coupling) and the end to a
disposal vessel.

2.7. Open the red stop cock and start with the sampling (directing the oil in the  disposal vessel), until the
temperature remains constant (at least 2 l oil should be disposed). The temperature should be recorded.



É
2.8. Close the red stop cock and disconnect the tub-

ing from the bottle cup. Twist off the bottle cap
and let the oil from the tubing fill the bottle full
to the brim.

2.9. The bottle should be closed with the screw cap.



Repeat steps 2.1. – 2.4.

3.1. Connect the tubing with the Luer lock too the
syringe 3 way stopcock and the other end to the
quick coupling connection. Open the red stop-
cock. Turn the 3 way stopcock in the way shown
on the foto and let the oil fill the syringe.

3.2. Close the red cock. Turn the syringe 3 way stop-
cock as shown on the foto. Press the piston of the
syringe until all air bubbles are removed.

É
Repeat procedures 3.1. and 3.2.

3.3. Fill in the syringe in position 3.1.

3.4. After filling  the syringe, turn the 3-way stopcock
in the way shown in the foto and disconnect the
tubing.

3. Sampling of an oil sample in a syringe



É
3.5. Label the syringe and place it in the protecting

housing.



After sampling all parameters should be documented and the bottle labelled.
A sampling protocol is included:

4. Documentation
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